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Modular design
LiFePO4, superior safty

Zero grid injection function

Always on UPS, switch time <10ms

High-voltage battery, max 57.6V per module

Modular

Parallel capability on both on-grid and back-up outputs

Back-up Loads
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TECHNICAL PARAMETERS

Solmax HV Battery Pack

Model SMB512 SMB768 SMB1024 | SMB1280 SMB1536 SMB1792
Module Number 2 3 4 5 6 7
Nominal Capacity (KWh) 512 7.68 10.24 12.8 15.36 17.92
Usable Capacity (KWh) 4.6 6.9 a2 152 138 16.13
Nominal Capacity (Ah) 50

Nominal Voltage (V) 102.4 153.6 204.8 256 307.2 3584
Working Voltage Range (V) 89.6~1152 1344~172.8 179.2~2304 224~288 268.8~115.2 313.6~403.2
Maximum Continuous Charge/Discharge Current (A) 50

Recommend Continuous Charge/Discharge Current (A) 25

Calendar Life 80% DOD, >6000 cycles

Communication RS485/RS232/CAN 2.0

Protection Degree 1P20

Installation Circumstances In Door

Operating Temperature Range (° C) -10°C~50°C

Prior Operating Temperature Range (° C) 20°C~30°C

Storage Temperature Range (° C) -30°C~60°C

Relative Humidity 5%-95%

Operating Altitude (m) <2000m

Cooling Natural Cooling

Dimensions (mm) 700%300%420 700+300%550 700+300+680 700+300+810 700%300%940 700%300+1070
Weight (kg) 52.00 80.00 108.00 136.00 164.00 192.00
Certificates TUV. CE. UN383

Model SMB2048 SMB2304 SMB2560 SMB2816 SMB3072
Module Number 8 9 10 11 12
Nominal Capacity (KWh) 20.48 23.04 256 28.16 30.72
Usable Capacity (KWh) 184 20.7 = 253 27.6
Nominal Capacity (Ah) 50

Nominal Voltage (V) 409.6 460.8 512 563.2 614.4
Working Voltage Range (V) 358.4~460.8 403.2~5184 448~576 492.8~633.6 537.6~691.2
Maximum Continuous Charge/Discharge Current (A) 50

Recommend Continuous Charge/Discharge Current (A) 25

Calendar Life 80% DOD, >6000 cycles

Communication RS485/RS232/CAN 2.0

Protection Degree 1P20

Installation Circumstances In Door

Operating Temperature Range (° C) -10°C~50°C

Prior Operating Temperature Range (° C) 20°C~30°C

Storage Temperature Range (° C) -30°C~60°C

Relative Humidity 5%-95%

Operating Altitude (m) <2000m

Cooling Natural Cooling

Dimensions (mm) 700%300%1200 700%300%1330 700%300%1460 700+300%1590 700%300%1720
Weight (kg) 220.00 248.00 276.00 304.00 332.00

Certificates

TUV. CE. UN383
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